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GENERAL NOTES

D.0. DENOTES DELAY OUTPUT LOOP DETECTORS.

15 FEET OF 2 INCH SCHEDULE 80 CONDUIT TO \\\\\X

HAND HOLE ON SIGNAL T5-3796-A SHEET NOD.__

PAVEMENT MARKING LOCATIONS AND DETAILS 2. PAVEMENT MARKINGS ARE NOT TO BE INSTALLED UNTIL LOOP DETECTGRS AND CONDULT INSTALLATION
ARE COMPLETE.
3. THE CONTRACTOR SHALL CONFIRM GEOMETRICS PRIOR TO THE INSTALLATION OF THE SIGNAL EQUIPMENT.
o eTiON DETAILS |
Q{ﬂ@éﬂ?ﬁﬁéﬁ YoIN 4. PAVEMENT MARKING DETAILS ARE PROPOSED AND SHALL BE INSTALLED BY THE CONTRACTOR IN ACCORDANCE
CAY REPLACE EXISTING SIGMAL HeAD WITH S.H.A. STANDARDS.
. - ™ . .
i BLacK- FACE] 5. SEE PAVEMENT MARKING SHEET FOR ADDITIONAL STRIPING.
TSTING R ICHT 6. STREET NAME AND ROUTE MARKER SIGNS ARE TO BE INSTALLED PARALLEL TO THE ROADWAY
OF WAY LINE 7. ALL SIGNAL CQUIPMENT TO BE INSTALLED TO FINAL GRADE.
8. ALL UNDFR GROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC AND MAY NOT BE COWPLETE.
STING GEOMETRICS THE CONTRACTOR SHALL NOTIFY MISS UTILITY PRIOR TO THE CONSTRUCTION SO THAT ALL UTILITIES MAY BE LOCATED
IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND THE TRAFFIC STONAL WILL
T — OCCUR. THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER [MMEDIATELY SO THAT THE CONFLICT MAY BE RESOLVED.
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